
A modern axes controller with PLC  integrated: easy to use and economical.

- Exeptional ratio quality/price- Flexibility in using 
- A standard in the programming language: AWL (instruction list)- Small dimension- 3 years warranty

- CAN  Bus version available



CTE158
1 or 2 axes compact control unit

A modern axes control with PLC and operator panel integrated compact, easy to 
use and economical.

- Exeptional ratio quality/price
- Small dimension
- 3 years warranty
- CAN Bus version available
- Programmable in instruction list language (AWL)

Up to 2 axes control, 32 I/O's on board and remote I/O's via CAN Bus, LCD display and Keyboard integrated.

TECHNICAL CHARACTERISTICS
STRUCTURE
Stand alone metallic minibox, IP65 (front panel)

Dimensions 174x139x93 mm
LCD Back-lighted, 4 lines for 20 alphanumeric characters
Keyboard Diaphragm keyboard (30 multifunction alphanumerical keys), 3 LED for 

state signalling: power, fault, reset. 
Dimensions frontal panel 191x157 mm
Power supplies 18 Vac or 24 Vdc +/- 20% (maximum power 30 VA)

DEFAULT CONFIGURATION
Elaboration unit
CPU (type/clock) Motorola 32 bit 16.7 MHz
Communication ports
Serials 1 RS232C port
Input/output
Digitals 16 optoisolated inputs 24 Vdc PNP

16 optoisolated outputs 24 Vdc PNP 200 mA
Analogics 1 analog output +/- 10V, 12 bit 
second analog output optional
Encoder 2 incremental encoder inputs, single-ended or differential - 150 KHz; 5/12 

Vdc
Specials 2 optoisolated inputs 24Vdc PNP for homing microswitch

ON BOARD OPTIONS
Mathematical coprocessor Motorola MC68882
CAN 1 optoisolated port for remote modules
Analogics Second analogic output +/- 10V 12 bit
Operating panel Black box version
Others Version without axes control

ACCESSORIES OPTIONAL
RS485 Converter From RS232C to RS485
Peripherals CAN CMZ See CMZ remote modules
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