


Compact axes control unit with integrated PLC functions based on 32 bit Motorola 
microprocessor, strongly oriented to the conmunication versus other PLC/systems.

- Exceptional ratio quality/price
- High performance of calculation and accuracy of movement
- Fieldbus: HDLC and CAN BUS
- Programmable in instruction list language (AWL)

5 axes, 8 Output/15 Input, CAN bus for remore I/O's.
Up to 80 axes control in Multi-CPU configuration via HDLC Bus

TECHNICAL CHARACTERISTICS

STRUCTURE
Dimensions 297x72x235 mm
Power supplies 18 Vac or 24 Vdc +/- 20% (maximum power 35 VA)
Display 2 characters, state display

DEFAULT CONFIGURATION
Elaboration unit
CPU (type/clock) Motorola 32 bit 25 MHz
Communication ports
Serials 2 optoisolated RS232C ports, one of them available for MODEM connection

1 optoisolated (RS485) PBUS port
CAN 2 optoisolated CAN port for remote modules
HDLC 1 port for multiCPU configuration (up to 16 systems, 80 axes)
Input/output
Digitals 15 optoisolated protect inputs 24 Vdc PNP, 3 of them with IRQ

8 optoisolated protect outputs 24 Vdc PNP 200 mA
Analogics 4 analogic output +/-10V, 14 bit resolution
Encoder 5 incremental encoder inputs, single-ended or differential 5 Vdc - 300 KHz
Specials 5 optoisolated inputs 24 Vdc PNP for homing microswitch

5 relay outputs for DRIVE-ENABLE
5 optoisolated inputs for DRIVE-READY

ON BOARD OPTIONS
Mathematical coprocessor Motorola MC68882
RAM Expansion Expansion RAM to 2 MegaByte

ACCESSORIES OPTIONAL
RS485 Converter From RS232C to RS485
Peripherals CAN CMZ See CMZ remote modules
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CTN560
High performance 5 axes compact 

controller.


